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STS - R                        TOILETS / SUITESRêve® Back to Wall Suite           
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Technical Details

Installation Notes:
• Water supply pressure range: 20 psi (137 kPa) - 80 psi (551 kPa).
• Can be installed as a P-trap using a straight connector (not supplied) or as an S-trap using the vario connector (supplied)
   and pan collar (not supplied).
• The installation of a remotely located inlet shut-off valve (not supplied) is required.

Product
• Rêve back to wall suite with shroud

 Kohler Code
5230A-00

Included Components
• Rêve toilet pan
• Rêve toilet cistern 4.5/3L
• Rêve quiet close toilet seat  
	 with metal hinge
• Vario pan connector
• Fill valve
• Floor fixing bolts and anchors

Features
• Dual flush (4.5/3L)
• Bottom left entry
• P-trap set out: 175mm
• S-trap set out: 90mm - 240mm (with vario pan connector)
• Concealed trapway
• Open rim
• Ceramic

Side View

Weight: Pan - 43kg Appr
Cistern - 14kg Appr

Top View Vario pan connector 
S-trap installation

Maximum set out
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WELS RATING
(4 Star 3.5L av. flush)

The more 
stars the more 
water efficient

Licence No 0060

3.5 litres per average flush
When tested in accordance with Standard AS/NZS 6400

litres per full flush

litres per half flush

Front View

Related Products
• Rêve basins • Rêve toilets 


